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KCE-NBTI1550D

30 IR LED Bullet Camera
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- 1/3” SONY Super HAD II CCD

- 600TVL CCD

- DC Auto Iris Varifocal Lens 6~50mm
- HSBLC

Image Sensor 1/3” SONY ICX638 1/3” SONY ICX639

Total Pixels 811(H) x 508(V) 795(H) x 595(V)

Effective Pixels 768(H) x 494(V) 752(H) x 582(V)

Scanning System 2:1 Interlace
Synchronization Internal
Horizontal Resolution 600TV Lines
Video Output CVBS : 1.0Vp-p, 75Q composite
S/N (Y Signal) 50dB (AGC off)

Min. lllumination 0.0002 Lux (Sens-up x256)

osD Built-in 8
IRIS Adjustment DC / MANUAL
LENS 6~50mm DC Auto Iris Varifocal Lens / OPTION : TDN (ICR Type)

FIXED/MANUAL/FLK/ FIXED/MANUAL/FLK/

ElsctioniciShuttey Auto(1/60~1/100,000sec) = Auto(1/50~1/100,000sec) <BACK>
Backlight Compensation BLC/HSBLC/D-WD
Auto Gain Control ON/OFF(0~255 Level) -5 =
White Balance ATW/AWB/FIXED/MANUAL &
Mirror OFF/MIRROR/V-FLIP/ROTATE ©
Day&Night AUTO / B/W / COLOR 207
Privacy ON/OFF (4 Area) !
Gamma 0.45(0.05~1.00) <SIDE>
Language ENGLISH / 8t =201/ 3XiE / ;%8 /| BAGE
Adjust CONTRAST/SHARPNESS/CB-GAIN/CR-GAIN
IR LED HI POWER : 10 EA/5 PIE : 20 EA

Input Voltage

Power Consumption

Operating Temp. / Hum.

Storage Temp. / Hum.

Korea Communicatiop§®ctronics

- POWER : AC24/DC12V Dual

DC 12V(£10%) / AC 24V/(option)
IR OFF : 150mA(max) / IR ON : 550mA at DC 12V POWER
IR OFF : 70mA(max) / IR ON : 350mA at AC 24V POWER
-10°C~ +50°C / 30% ~ 80% RH

-20°C ~ +60°C / 20% ~ 90% RH

Office : B-409 WooLim Lions Valley 425 Cheongcheon Bupyung Incheon Korea
Website : www.kcecctv.com / Email : kcecctv@kcecctv.com, sales2@kcecctv.com
Customer Support Call : +82-70-7728-6270~1 / Fax : +82-32-623-6280

Brand New Security Camera



